
M-1 class fire-resistant melamine honeycomb foam.

Measurements according to UNE-EN ISO 140-3 standard (December 1995)

Acoustic Isolation of Construction Materials in Laboratory Measurements.

Corresponds completely with ISO 140-3(1995) standard.

Cancels and substitutes UNE 74-040/3 (1984) standard.

Calculations according to NBECA88.

TECHNICAL CHARACTERISTICS FORMATS APPLICATIONS

Thermal insulation, M-1 class fire-resistant
behaviour, very good acoustic absorber and
decorative.

Anti vibration 
mounts

PT FIRE-RESISTANT

Type Code SELF-ADHESIVE Rw
(dB)

Weight /m2
(kg)

PT-FIRE-RESISTANT B/30 26351 - 9 0,18

PT-FIRE-RESISTANT B/50 26352 - 10 0,25

PT-FIRE-RESISTANT B/30 A 26354 � 9 0,18

PT-FIRE-RESISTANT B/50 A 26353 � 10 0,3

Composition
M-1 class fire-resistant melamine
honeycomb foam.

Thicknesses
30mm 50mm

Sheets
1200x600 mm

AMC MECANOCAUCHO
Industrialdea Zona A - Pab. 35.
Asteasu E-20159, Gipuzkoa
Spain

Tel.: +34 943 69 61 02
Fax: +34 943 69 62 19

sales@amcsa.es www.mecanocaucho.com
www.akustik.com

In order to adapt its products to the state of the art, AMC S.A. reserves the right to modify the conception and manufacture of the materials presented in this catalogue without prior notice.



Anti vibration 
mounts

PT FIRE-RESISTANT

ACOUSTIC PROPERTIES
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